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SAVES MOLDING
MATERIAL

EASIER MOLDING,
ELIMINATING
REPETITIONS

SAVES REDUCTION OF ERROR BEST EXPERIENCE AND
TIME FACTORS COMFORT TO THE

PATIENT




DABI ’ATLA NTE

RYDAY SCANN




Eagle I0S — A SCANNER DESIGNED FOR SIMPLICITY DABDATLANTE

Intuitive and easy to use Software guiding users to
constant perfect results

The most ergonomic and compact scanner in the market

Fully open and integrated system
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EAGLE10S

INTUITIVE



Eagle 10S - DABIATLANTE

Designed for a and more impression,
making Dentists in the of their scans

Easy navigation through
the scanning process

Control of the occlusion
distance

Fast repositioning during scan
sequence Control of the scan quality
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E MOSTO ERGONOI\/IIC AND COI\/IPA




FEAGLE DABIATLANTE

Designed in Europe, made
in Brazil

Smallest &

Lightest
Tip rotation 5 Fora full
arch scan

Recalibration
needed

Autocavable tips

Based anti-fog system
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FAGLE Intrinsically open system

operates with all CAD CAM systems

Exports in all standard file ,
forpmatg available for and

Directly integrated with
third-party CAD providers

W -%,Q

CLOUD API for better
communication and workflow
integration between prosthetist
technician and clinic
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FAGLE |OS -

Patented Hybrid Technology
and
projected to
build 3D model

e TwO cameras:;

use to build depth map
* Asynchronously

information

» 2light sources:

light to the scene
LED to the random pattern.

Mouth-piece

Mouth cavity

Hand-piece

Flood
illuminator

E 1

Structured light »
projector

> Camera 1

> Camera 2
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Controller
unit
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Processing unit

3D measurements

(data processing, rendering,
and export)



Scanning characteristics DABNATLANTE

Field of View:

-1 mm

+4rlndm Scanning range:
Opimal distance
P 20mm

19mm

This large range captures more usable data in a single image and improves
the scanning of deep edentulous ridges, emergence profile scanning.




R Scanner resolution comparison BAEDYTIANTE

| Adapted for higher local Al control of local or
| accuracy: Restorations

and Implants glO bal accu racy based
on the indications

selected

- Adapted for global
- accuracy: Orthodontics

6X0CY



Scanner DABIATLANTE

Single tooth restoration, Implants, Bridges, Orthodontics, Aligners etc.

Herons I0S is suitable for all type of restorations

14.5 um 22.2 um SN2

* Resultados obtenidos en un estudio in vitro interno para la liberacion del software 3.5
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Orthodontics

Study Model Indirect Bonding Transfer

In Vitro R'esu‘t In Vivo Result



OrthOdOntiCS DABIATLANTE

Compatible with many brands

~~MOOV OrthoAligner S5

clearcerrect

‘beyou )V EEUCEL SMILINK

smlle




Single Unit Restoration
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Different examples of posterior preparations courtesy of Dr Justin Moody

in the USA




Single anterior implant SmiTE

Before and After

ScanBody

Post-Op scan

Anterior restorations courtesy of Dr Tanzeem in the UK
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Full
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Control CBCT scan

All on 8 full arch fixed restorations

Original situation Scanbody
Vs 0% BN
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FREE UPDATES AND LICENSE

EAGLE
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Franco-American pro#'ect with
manufacturing and after-
salesin
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